
Sl.no. Description Rate           Unit  Amount                         

1
Earth work excavation for foundation and trenches in all kind of  soil upto   

required depth   incl. refilling the sides of foundation with selected 

excavated earth, watering, ramming and consolidation etc. complete.

a 163.00 M3 up to 1.50m 1M3

2 0.50 M3

Earth work for large open area excavation in all kinds of  soil (average 

depth of 300mm) including side cutting, sectioning and levelling  around 

the building wherever necessary so as to maintain the same level etc. 

complete

1M3

3

Earthwork excavation  by mechanical means (Hydraulic excavator) 

/manual means for Foundation PIT and trenches in Hard rock (blasting 

prohibited) upto a required depth including watering, ramming & 

consolidation etc., as per IS specification.

a 0.50 M3 up to 1.50m 1M3

4 160.00 M3

Labour charges for filling excavated earth for foundation and basement in 

layers of required thick including watering, earth rammer, ramming and 

consolidation etc. complete.

1M3

5 175.00 M3

Supplying  and filling the good quality of earth in basement  including cost 

of all materials , transporting ,spreading,& levelling, watering, earth 

rammer, ramming & consolidation etc, complete.

1M3

6 57.00 M3

Supplying and filling of M.sand for foundation and basement in layers of 

required  thick including watering, ramming and consolidation etc. 

complete.

1M3

7 35.00 M3

Supplying and filling of quarry dust for foundation and basement in layers 

of 200mm thick including watering,earth rammer,  ramming and 

consolidation etc. complete.

1M3

8 1.00 M3

Plain cement concrete 1:2:4  using 20mm size HBG machine broken jelly, 

coarse river sand including cost of all materials, mixing in mixer machine, 

laying, consolidation, self finishing and curing etc. complete under 

foundation/bed block

1M3

9

Laying of cement concrete 1:3:6 (1 Cement : 3 coarse sand : 6 graded 

stone aggregate 20 mm nominal size) using  HBG machine broken jelly 

incl. mixing in mixer machine , laying, consolidation, Centering and curing 

etc. complete.
a 64.00 M2 For 40mm Thick 1M2

b 25.00 M2 For 50mm Thick 1M2

c 20.00 M2 For 100mm Thick 1M2

10

Plain Cement concrete 1:4:8 using  40mm size HBG machine broken 

jelly,coarse sand including mixing in mixer machine, laying, centering, 

consolidation and curing etc. complete

a 24.00 M3 For foundation and flooring 1M3

11 17.00 M3

Cement concrete 1:4:8 using 20mm size brick bats for flooring to a 

required height incl. cost of all materials, mixing , laying, consolidation 

and curing etc. complete.

1M3

12

Supplying, fixing and removing of steel centering and shuttering to correct 

line and levels fully leak proof to avoid leakage of cement slurry including 

strutting etc. complete 

a 5.00 M2 Footing 1M2

b 5.00 M2 Plinth beam 1M2

c 5.00 M2 beam ,lintel, sunshade 1M2

d 5.00 M2 For Roof  Slab 1M2

13

Supplying, fixing and removing of 12mm thick plywood centering and 

shuttering to correct line and levels fully leak proof to avoid leakage of 

cement slurry including strutting etc. complete 
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a 5.00 M2 Footing 1M2

b 5.00 M2 Plinth beam 1M2

c 28.00 M2 beam ,lintel, sunshade 1M2

d 5.00 M2 For Roof  Slab and stair case 1M2

14

Reinforced cement concrete M20 of nominal volumetric mix of 

1:1.66:3.33 using 20mm down graded HBG machine  broken jelly  free 

from flakes  and fine aggregate of coarse well graded  sand free of silt  

and other impurities incl. mixing  in mixer  machine, laying, consolidation  

using vibrator, cost of all materials, curing etc.  complete but excl. cost of 

steel reinforcement and form work upto Floor V level

a 0.50 M3 Footing 1M3

b 0.50 M3 Plinth beam 1M3

c 4.00 M3 beam ,lintel, sunshade 1M3

d 1.00 M3 For Roof  Slab 1M3

15 1000.00 Kgs Supplying fabricating,placing and tying in position of steel reinforcement 

including cost of 18 gauge MS binding wire etc.complete for all RCC works 

1Kg

16

Brick wall in Cement-mortar 1:6,230mm and above thick using 1 st quality 

non-metric bricks of size  230x115x75mm  (chamber burnt) including cost 

all materials and curing etc.., complete. 

a 50.00 M3 Foundation and basement.                 1M3

b 99.00 M3 super structure up to floor v level 1M3

17 520.00 M2
Providing Flush pointing with CM 1:3 over brick masonry including cost 

of all materials, neat finishing, providing thread lining if necessary, 

cleaning and curing etc.., complete.

1M2

18 10.00 M2
Brick on edge work in CM 1:4  using 1st quality  non-metric bricksof size 

230x115x75mm(chamber burnt)   including cost of all materials and 

curing etc. complete for cupboard,working platform support walls.

1M2

19 10.00 M2 Plastering with CM 1:5, 12mm thick over new surface of internal 

Brick/ACC walls including  cost of all  materials and curing etc. complete.

1M2

20 28.00 M2

Plastering with CM 1:5, 20mm thick  over external  surface of new 

Brick/ACC walls including providing grooves as required, cost of all 

materials and curing etc. complete  in all floors at all heights.

1M2

21 10.00 M2

Grano floor finishing with CC 1:1.5:3 using sand and 3mm to 8mm size 

HBG machine broken chips including cost of all materials, laying, 

consolidation, thread lining if necessary, neat finishing and curing etc. 

complete. 40mm average thick.

1M2

22

Supplying and fixing in position of highly polished  Granite slab 18 to 

20mm thick of approved quality and approved sample, set in CM 1:3, 

including cost of all materials, pointing white cement with matching 

colour pigments,  cleaning and curing  etc. complete. (Basic rate of 

granite Rs.1200.00 /1M2).
a 140.00 M2  For flooring 1M2

23

Supplying and fixing in position of highly polished  Granite slab 18 to 

20mm thick of approved quality and approved sample, set in CM 1:3, 

including cost of all materials, special adhesive, pointing white cement 

with matching colour pigments,  cleaning and curing  etc. complete.  

(Basic rate of granite Rs.1200.00 /1M2).
a 60.00 M2  For skirting 1M2

24 182.00 M Providing full nosing to exposed edges of granite in etc.complete 1M

25 50.00 M
Providing edge polishing on Granite work/stone work where ever 

required etc.complete
1M

26 25.00 M
Supplying and fixing in  position of stainless steel pipe Hand rail using, 304 

grade including cost of all materials, bending to required shape fixing, 

grouting with CM finishing in all respects etc. complete. (50mm Tk.)

1M



27 525.00 M2

Painting two coats with exterior acrylic emulsion paint of approved make 

and colour over new walls and ceiling with one coat of exterior water 

based primer incl, cleaning the surfaces, cost of all materials, brush and 

scaffolding etc complete.

1M2

28 380.00 M2

For the Material coverage of 2mm/2kg/sqm: Supply and application 

charges for water proof coating of single component by Top Seal roof 104 

for 2-3 coats charges including, surface preparation, coving, primer, 

Haunching/upstand by PMM to the parapet wall, tools, tackles and 

manpower all complete EIC

1M2

29 2100.00 M2

Clearing jungle including uprooting of rank vegetation, grass, brush wood, 

trees and saplings of girth up to 30 cm measured at a height of 1 m above 

ground level and removal of rubbish from CMC Bagayam campus to 

outside of the campus

1M2

30 100.00 M Labour charges for removing the existing GI/PVC/C.I. pipes upto 75mm 

dia with all available  specials without any damage as directed.

1RM

31 150.00 M

Labour charges for removing the existing GI/PVC/C.I. pipes above  75mm 

dia upto 150mm dia with all available  specials without any damage as 

directed.

1RM

32

Labour charges for removing the following dia existing wheel valve/Gate 

valve/ open stop cock etc. with all  available specials without any damage 

as directed.
a 10.00 Nos 15mm dia to 25mm dia 1No

b 10.00 Nos 32mm dia to 65mm dia 1No

33

Labour charge for Making connection of drain or sewer line with existing 

manhole including breaking into and making good the walls, floors with 

cement concrete 1:2:4 mix (1 cement : 2 coarse sand : 4 graded stone 

aggregate 20 mm nominal size) cement plastered on both sides with 

cement mortar 1:3 (1 cement : 3 coarse sand), finished with a floating 

coat of neat cement and making necessary channels for the drain etc. 

complete :

a 5.00 Nos For pipes 100 to 250 mm diameter 1No

34

Dismantling of manhole including R.C.C. top slab, C.I. cover with frame, 

including stacking of useful materials near the site and disposal of 

unserviceable materials within 50 m lead as per direction of Engineer-in-

charge:

a 5.00 Nos Rectangular manhole 120x90 cm and beyond 90 cm depth 1No

35
Felling trees of the girth (measured at a height of 1 m above ground 

level), including cutting of trunks and branches, removing the roots and 

stacking of serviceable material and disposal of unserviceable material.

a 50.00 Nos Beyond 30 cm girth upto and including 60 cm girth 1No

b 10.00 Nos Beyond 60 cm girth upto and including 120 cm girth 1No

c 5.00 Nos Beyond 120 cm girth upto and including 240 cm girth 1No

d 5.00 Nos Above 240 cm girth 1No

36 35.00 M2

Supplying and fixing of  double line dressed stone slab 1st quality 

600x600x75mm size of approved stone  set in quarry dust bed,,cost of all 

materials, line ,levelling,cleaning etc. complete for floor.

1M2

37 45.00
Lorry 

loads

Transporting the debris by lorry from CMC Bagayam campus to outside of 

the campus including loading and unloading charges etc. 

complete.(capacity 5.5M3/load).

1   

Lorry 

loads

Sub Total


